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P4023
�� 200A current transformer for measuring or monitoring current for 

FRQWURO�DQG�RU�ORDG�FHQWHUV�VSHFL¿FDOO\�GHVLJQHG�IRU�RXWGRRU�XVH
�� Water resistant and UV protection
�� 6SOLW�FRUH�GHVLJQ�DOORZV�HDV\�LQVWDOODWLRQ�PRXQWLQJ�ZLWKRXW�UHPRY-

ing existing cables
�� +LJK�DFFXUDF\�RI������IRU�SUHFLVH�FXUUHQW�PHDVXUHPHQW
�� &RPSDFW�VL]H�IRU�HDV\�LQVWDOODWLRQ�LQ�WLJKW�VSDFHV
�� RoHS Compliant Product
�� &XVWRP�GHVLJQ�DYDLODEOH

ELECTRICAL PARAMETERS @25°C
Rated Primary Current:  200A NOM (250A MAX) Protection Level:  7.5V peak

Turns Ratio: �������������.�/������� Dielectric Withstanding Voltage: ��N9���P$����V

Current Ratio:  200A/100mA Insulation Resistance: ����9GF����0ȍ�0LQ

$FFXUDF\�#�5/���ȍ�� ����� Impluse Withstand Voltage:  5kV Peak

Phase error @ rated current range: ���� Operating Temperature: �����WR�����&

DC Resistance: ���ȍ����� Storage Temperature: �����WR�����&

3URGXFW�SHUIRUPDQFH�LV�OLPLWHG�WR�VSHFL¿HG�SDUDPHWHUV���'DWD�LV�VXEMHFW�WR�FKDQJH�ZLWKRXW�SULRU�QRWLFH�� 

287'225�63/,7�&25(�
&855(17�75$16)250(5

DIMENSIONS (mm) SCHEMATIC

TEST CIRCUIT

Dimensions
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